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CONSTANT UPDATING PIONEERING SYSTEMS COST REDUCTION
Over 30 years of experience encourage us to We are passionate about technology. Applying We strive to make your life easier. Optimizing
continue evolving. We are committed to a 4.0 factory vision in an |0T and BIG Data production processes to same expenses and
highly qualified human capital and continuous environment to achieve the most intelligent increase competitiveness. Always working in a
training. and competitive systems. personalised manner. Each case is a world in
itself.
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PROXIMITY AND EMPATHY PASSION AND ENGAGEMENT CREATIVITY AND INNOVATION
Understanding the clients’ needs and We enjoy the challenges posed by each project We imagine, create and develop the most
concerns enables us to develop the best and are committed to offer the best solution. innovative solutions because this is our

project for their needs. passion.




____Advantages

1.Increased productivity

The system reloads the hoppers at the same time as the recipe is
dosed, eliminating waiting times between dosages and therefore
increases the productivity of the production process.

3. Improved quality

EDOS equipment improves the quality of the final product, as the
dosing process, designed according to the ingredient to be dosed,
offers great precision. It also has a sifting system, adapted to the
client's needs and ensuring a high quality final product.

UNLOADING HOPPER

TOUCH-SCREEN CONTROL

Screening to improve the final quality
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2. Modular design

The POWDER DS EDOS dosing equipment can incorporate as many
storage hoppers as the client needs, therefore, it can be program-
med to carry out dosing of different recipes with diverse
ingredients.

4, Automation of recipes

The EDOS POWDER DOSING SYSTEM dosing equipment has an HMI
viewing and control system that offers two significant advantages;
it enables up to 999 different recipes to be stored, which are easily
selectable via a touchscreen. It allows recipe repetition cycles to be
programmed, freeing personnel from the tasks of managing and
controlling the dosage and formulation process. It also has a
system with several levels of passwords to avoid unauthorised
access to the formulation.

LOADING HOPPERS

CENTRIFUGAL SCREENER

Details

HMI Touch-screen
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The EDOS POWDER DS dosing equipment is designed to increase Firstly, because while you are dosing the different ingredients in
clients’ profits. Automation of the dosing process means freeing the hoppers, the system reloads them, to be able to start the

your personnel from a repetitive task and responsibility, guaran- dosing process immediately. Secondly, because while the operator is
teeing the exact proportions of each recipe. removing the bowl with the formulation made, the next recipe is

In addition, the EDOS station significantly increases the productivity automatically being prepared, avoiding downtime between

of the recipe preparation process for two reasons: processes.

Technical Specifications
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EDOS-5 standard Ingredient dosing station

EDOS-5 4000 2000 2000 100L 1500 kg/h 7 kW

Dimensions in mm

Outlet options

Other solutions to consider
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The recipes are protected by different levels of password security
and can be entered directly on the screen or via a computer .
network connection. Traceability and alarms can be easily managed Materials
and a remote control system can be incorporated as an option.

Parts in contact with the AlS| 316
product

This station can handle any type of product.

As it is a modular design, the number of hoppers can be adapted to
suit the client's needs. L. . .
The hoppers are loaded automatically: when the load cell detects a Internal finish (standard) Mirror Polish
lower weight than desired, more product is enabled to enter.

Each higher capacity module is equipped with a cleaning unit, two
solenoid valves and an easily adjustable filtering unit. In addition, it
consists of two chambers: the clean zone, where the cleaning unit
and the two solenoid valves are located, and the dust reception
zone, where the filtering equipment is located.

Other materiales Aluminium, AISI
314

External finish (standard) Matte Polish

Optional other materials

User-friendly display
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®  Ctra. Molins de Rei, 21-23
08205 Sabadell, Barcelona

Qs (+34) 93 727 71 45

M info@powderds.com

www.powderds.com

QO in ¥

POWDER DOSING SYSTEMS's continuous improvement may result in changes to machinery specifications without notice. Technical data are purely as an indication. PDS reserves the right to
modify them without notice.
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